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Product:
Model:

Electrical & refrigerant
Power supply

Wattage / amperage
Refrigerant / amount
Cooler type

Climatic class

Device connections
Product In
Nitro-Port

Power cable

Plug

Features

Jet-nozzle spout

Gas amount control
Micro airfilter

Nitro source
Temperature setup
Temperature control
Flowrate

Cooled liquid buffer
Nonstop dispense cooling

Accessories box
Drip tray

Inlet strainer
Detergent
5-hole disc

Other
Customs code

Warranty

Available options

Nitro Dispenser
2018-CS-02

115V /60 Hz /AC~
368W /3,2A
HFCR-134a/68¢g
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Linktech coupler; 3/8” hose 1.5 m
5/16” push in connection (DMT)
Firmly connected; 1.8 m

Plug: NEMA 5-15 (North America)

yes
yes (default gas flow setup: 15-20 I/h)
yes (0,1 ym)

air or external gas bottle via Nitro-Port
4.5-5.5°C (at level 7 on front scale)
yes (range 5°C—-17°C)

0.6 I/min (2 hole disc)

0.51

A 7°C (at 0.6 I/min)

yes
yes (for particles > 0.1 mm)

2 packs of Thonhauser DESANA MAX CL detergent
yes (for flowrate of 1.2 I/min)

84388091
2 years

e Cold temperature setup (-1 °C)

e Individual branding through magnetic foil

e 5| Canister + Couplers can be included in dispenser box

e Nitro-Switch to change dispense mode between black coffee and nitro coffee.
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Weight & Dimensions
Net / gross weight: 18.6 kg /21.5 kg
Dimension dispenser: ~ 51.5x19.5x55.0 cm (H x W x D)

Packaging
Single Box 46.0x25.0x59.0cm (HxW x D) | 21.5 kg
Euro-Palette (120x80cm) 3 layers

6 boxes per layer, 18 boxes per palette

Size 120 x 80 x 200 cm
net weight 335 kg
gross weight 397 kg
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